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INTRODUCING: THE BCA L/UDA LOAD CELL

TECHNICAL SPECIFICATIONS
Capacity

Accuracy Class

Minimum Load

Maximum Intervals (nLC) 

Minimum Verification 

Interval  Total Error

Output Sensitivity (FS)

Zero Balance

Input Resistance

Output Resistance

Isolation Resistance : ≤ 5000 MΩ (100VDC)

: -10 °C ~+ 40  °C 

: -20 °C ~+ 50  °C

: 10 VDC

: 15 VDC

: 120 % FS

: 200 % FS

: IP65

: Aluminum

: 4x022m²-2m

Compansated Temperature

Operating Temperature

Excitation, Recommended Voltage

Maximum Excitation Voltage (Umax)

:8,10,15,20,30,50,60,75,100,200kg

: C3

: 0kg

: 3000

: 10000

: ±0.02 %FS

: 2.00±0.01mV/V

: ±1% FS 

: 404Ω ±15Ω 

: 350Ω  ± 3Ω 

Safe Overload

Ultimate Overload

Ingress Protection (EN60529)

Element Material

Cable

-Sig.-

-Exc.

+Sig.

+Exc.

INTRODUCING: THE GZL LOAD CELL

DESCRIPTION

The GZL is a high-precision load cell for compression, with capacities from 2.5 to 20 tons. Its stainless steel body and 

hermetic seal guarantee accuracy in demanding industrial settings, while its compact size makes it versatile for various 

weighing applications.

TECHNICAL SPECIFICATIONS
Capacity

Accuracy Class

Sensitivity

Total Error

Zero Balance

Interval  Total Error

TC SPAN

Zero Balance

Input Resistance

Output Resistance

Isolation Resistance : ≤ 5000 MΩ (100VDC)

: -10 °C ~+ 40  °C 

: -30 °C ~+ 70  °C

: 10 VDC

: 15 VDC

: 150 % FS

: 200 % FS

: IP67

: Alloy Steel

: 4x022m²-2m

Compansated Temperature

Operating Temperature

Excitation, Recommended Voltage

Maximum Excitation Voltage (Umax)

:2.5,10,20 ton

: C3

: 1.7±0.005mV/V

: ±0.3% F.S(2~10t) ; ±0.5% F.S(20t)

: ±1%F.S

: ±0.02 %FS/°C

: ±0.02 %FS/°C

: ±1% FS 

: 750Ω ±10Ω 

: 702Ω  ± 3Ω 

Safe Overload

Ultimate Overload

Ingress Protection (EN60529)

Element Material

Cable

-Sig.-

-Exc.

+Sig.

+Exc.

MBN034

APPLICATIONS

Force test�ng mach�nes, Test analys�s, Mach�ne manufactur�ng
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For Good Measure!

Rated Load(t)

2,5

10

L1

5

8

L2

30

33

L3

31

34

D1

Ø5.5

Ø6.6

 

D2

Ø9

Ø10.5

 


	Page 1

